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Mint of the United States at Philadelphia, Pa., 

Machine Dep’t. Office, 

March 16, 1893 

Col. O.C. Bosbyshell, Sup’t. 

Dear Sir, 

I herewith, at your request, present plan for the Mint Exhibit at the Columbian 
Exposition. This plan shows the arrangement of Coin and Medal Cases, also Coining Press, with 
necessary foundation for the same. 

You will observe that by the plan, the foundation for Coining Press, is of bricks underlaid 
with Yellow Pine planking, covering an area of 64 sq. ft.; this area, on account of the nature of 
the soil being necessary to sustain the weight of Press, viz - 8500 lbs., or 1327 lbs. per sq. ft. of 
planking. The foundation to be laid so that the weight of Press and vibration, due to force of 
blow in striking medals, shall not be imparted to the floor, as the vibration might disturb the 
Coins and Medals in the cases placed, on the floor. 

The power to drive Coining Press will be furnished by an Electric Motor of 5 H.P. at a 
speed of 900 Rev. per minute, the electric current supplied to motor being furnished by the 
General Electric Plant, at a cast of $60.00 per H.P. for a period of six months. 

The reduction, of speed, necessary to cause the Coining Press to run 84 Rev. per minute, 
will be arranged by counter-shafting below the floor and in no way connected therewith. 

The Coining Press is now being placed in proper condition for shipment, and all 
necessary shafting etc. prepared for erecting at an early date. 

Trusting this will prove satisfactory, I am, 

Very Respectfully, 

Samuel James 

Machinist 



